
Easy woodworker drying system 

 

 
BRAUN wood drying system 

 

 

• Drying of all kinds of wood  

• form 0,2 m3 – 7 m3 to the needed wood 
moisture 

• for self made drying chambers and drying rooms 

• very simple to use 

• indipendence by wood purchase 

• low aquisition and operating costs 

 
    

BRAUN wood dryer T1 standard 

 
 

• Drying capacity to 2,5 cbm wood 

• Dehydration max 12 l / 24 hours 

• Currency absorption 0,3 kW max.  

• Voltage 230 V/50 Hz  

• Weight 32 kg  

• Dimensions 700 x 350 x 400 mm  

 

    

BRAUN wood dryer T1 super 

with auxilary burner 

 
 

• Drying capacity to 2,5 cbm wood 

• Dehydration max 16 l / 24 hours 

• Currency absorption 0,97 kW max.  

• Voltage 230 V/50 Hz  

• Weight 33 kg  

• Dimensions 700 x 350 x 400 mm  

 

    

BRAUN wood dryer T2 standard 

 
 

• Drying capacity to 7 cbm wood 

• Dehydration max 70 l / 24 hours 

• Currency absorption 0,88 kW max.  

• Voltage 400 V /50 Hz  

• Weight 88 kg  

• Dimensions 650 x 660 x 1080 mm  

 
    

BRAUN wood dryer T2 super 

with auxilary burner 

 

 

 

• Drying capacity to 7 cbm wood 

• Dehydration max 80 l / 24 hours 

• Currency absorption 3,5 kW max.  

• Voltage 400 V /50 Hz  

• Weight 90 kg  

• Dimensions 650 x 660 x 1080 mm  
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