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Longitudinal wood dryers "chests" are especially suitable for small enterprises. 
Chests are charged from the top. The advantage of "chest" dryer is the large pile 
length with small wood quantities. 
Walls constructed with a double shell insulation and special sea-water resistant 
aluminium. A tightly welded stainless steel vat (bottom) is included.  
A servo top cover guarantees the highest safety. 
 
 
 
 

Longitudinal chest dryer                                                Technical data 

Type 
Internal dimensions in mm 

Length x Profundity x Height 
Pile area 

m³ 
External dimensions in mm 

Length x Profundity x Height 
Heating 

kW 
Motor 

kW 

1 D-3 2300 x 600 x 550 0.8 3300 x 950 x 950 3.0 0,37 

1 D-4 3300 x 600 x 550 1,1 4300 x 950 x 950 3.0 0,37 

1 D-5 4300 x 600 x 550 1,5 5300 x 950 x 950 3.0 0,37 

1 D-6 5300 x 600 x 550 1,8 6300 x 950 x 950 4.2 0,37 

1 D-7 6300 x 600 x 550 2,1 7300 x 950 x 950 4.2 0,37 

2 D-3 2300 x 750 x 550 0.9 3300 x 1100 x 950 3.0 0,55 

2 D-4 3300 x 750 x 550 1,3 4300 x 1100 x 950 3.0 0,55 

2 D-5 4300 x 750 x 550 1,7 5300 x 1100 x 950 4.2 0,55 

2 D-6 5300 x 750 x 550 2,1 6300 x 1100 x 950 4.2 0,55 

2 D-7 6300 x 750 x 550 2,5 7300 x 1100 x 950 4.2 0,55 
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